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1.Overview

Milesight, a leading designer and manufacturer of IP communication

products and IP video surveillance products, is pleased to announce the

release of the new firmware version (XX.6.0.54) of the Milesight Camera.

This updated release includes the improvements and bug fixes.

2.Firmware link
Firmware Applicable Model URL

30.6.0.54 MS-CXXXX-XXA https://drive.google.com/open?id=0B79VtrJPQXimeDc0azdlXzgwSlU

40.6.0.54 MS-CXXXX-XXB https://drive.google.com/open?id=0B79VtrJPQXimV1A2MmI0YTRYV2M

Note:

(1) This firmware version is suitable for those cameras with a mark “A” or
“B”in the model name, for example MS-C3586-PA and MS-C2972-FPB.
(2) If you fail to get the upgrade firmware through clicking the link
directly, please copy the link to browser manually.

3.Upgrade Steps
Please check each model with right firmware version as mentioned
above, then upgrade as the following steps:
Step 1: Go to the web of IP Camera, Configuration -> Maintenance ->
Upgrade Firmware.
Step 2: Browse and select files for the upgrade.
Step 3: Click the "Upgrade" button after it prompts with uploading file
successfully, then please wait about 1-3 minutes. The upgrade will be
done after the system reboots successfully.
Step4: Use Milesight Smart Tools to search all cameras according to the
MAC addresses, and then change their IP addresses into your local IP
addresses.
Here is the link for Smart Tools:
http://www.milesight.com/DownloadFile/Software/Smart_Tools/Milesig
ht_Smart Tools_Setup.zip
Notes：

https://drive.google.com/open?id=0B79VtrJPQXimeDc0azdlXzgwSlU
https://drive.google.com/file/d/0B19eK6xppbL0VXh1ZERjUkxqQVk/view?usp=sharing
https://drive.google.com/open?id=0B79VtrJPQXimV1A2MmI0YTRYV2M
http://www.milesight.com/DownloadFile/Software/Smart_Tools/Milesight_Smart Tools_Setup.zip
http://www.milesight.com/DownloadFile/Software/Smart_Tools/Milesight_Smart Tools_Setup.zip
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(1) For the new version, you need to re-install the ActiveX. During the
installation, please close the browser, otherwise the ActiveX may not be
installed correctly;
(2) Please clear the cookies and caches of the web browser after
re-installing the ActiveX.

4. What’s new
4.1 Changes
1) Fix the issue that green image appears beside the highlights when the
HLC is enabled.
2) Optimize the White Balance function.
3) Optimize the WDR function for model MS-CXXXX-B.
4) Optimize the frequent auto switch between day and night in Auto
Mode of Day/Night Mode.
5) Optimize the Audio function for model MS-CXXXX-B.
6) Optimize the connection speed of P2P, which will take effect when
you add devices on Milesight APP via P2P.
7) Update the CGI.
8) Set the limitation that the configuration file of model MS-CXXXX can’t
be uploaded to cameras with the model MS-CXXXX-A or MS-CXXXX-B.
9) Support 3D Positioning.
10) Get the format of RTSP URL by clicking “ ” on the right side of RTSP
port.

11) Mini PTZ Bullet：The PTZ Motion will be triggered every 30 seconds.
12) Mini PTZ Bullet: Optimize the PTZ restart problem caused by
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frequently check the PTZ in a short period

4.2 Bug Fixes
1) Fix the problem that Network Camera would get stuck if NAS
mounted.

4.3 New Features
1) The Mini PTZ Bullet and Speed Dome are compatible.
2) Add “ddns.milesight.com” as provider for DDNS. After enabling, you
can access the device via the URL “http://ddns.milesight.com/MAC
address” .

3) Support to upload and set the SSL certificate on HTTP web page.

4) Support to upload audio file manually on Audio web page.
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5) Add a QR code on the system page, so you can directly add the device
on Milesight APP by scanning it.

6) Support to set the image quality for VBR on video page.
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7) Support TCP for SIP.


